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SDD 10A4 Identification Plaques Underdeck and High Mast Lighting



Version 3 Standard Detail Drawing 10A4 July 23, 2015 
Identification Plaques Underdeck and High Mast Lighting 

References: 
FDM15-5 Attachment 30.5 and 30.6 for conventional symbols. 

Bid items associated with this drawing: 
ITEM NUMBER DESCRIPTION UNIT 
532.4500 - 4599 High Mast (height) (structure) ..................................................................... EACH 
659.0400 Luminaires High Mast Lighting LED ............................................................ EACH 
659.0601 Underdeck Lighting (location) ..................................................................... EACH 
659.1200 - 1299 Luminaires Underdeck LED (Category) ...................................................... EACH 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
SDD 10A14 Electrical Details High Mast Lighting  
SDD 10A15 Electrical Details Underdeck Lighting 

Design Notes: 
NONE 

Contact Person: 
Ahmet Demirbilek (414) 220-6801 

 (414) 322-9606 (Mobile) 
 

https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.5
https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.6
https://wisconsindot.gov/rdwy/sdd/sd-10a14.pdf#page=1
https://wisconsindot.gov/rdwy/sdd/sd-10a15.pdf#page=1
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